
Overview 

dŚŝƐ���-���ĐŚĂƌŐĞƌ�ƚĂŬĞƐ�ƉŽǁĞƌ�ĨƌŽŵ�ƚŚĞ�ǀĞŚŝĐůĞ�
ďĂƩĞƌǇ�ĂŶĚ�ĂůƚĞƌŶĂƚŽƌ͕�ƚŽ�ƉƌŽǀŝĚĞ�ƌĂƉŝĚ�ĐŚĂƌŐŝŶŐ�ŽĨ�Ă�
ůĞŝƐƵƌĞ�ďĂƩĞƌǇ͘�dŚĞ�ůĞŝƐƵƌĞ�ďĂƩĞƌǇ�ŝƐ�ŵŽƌĞ�ĨƵůůǇ�
ĐŚĂƌŐĞĚ�ƚŚĂŶ�ƵƐŝŶŐ�ƚƌĂĚŝƟŽŶĂů�ƌĞůĂǇ�ƐǇƐƚĞŵƐ�ĂŶĚ�ĂŶǇ�
ǀŽůƚĂŐĞ�ůŽƐƐĞƐ�ŝŶ�ĐĂďůŝŶŐ�ĂƌĞ�ƌĞĚƵĐĞĚ͘ 

Installation 

dŚĞ�ĐŚĂƌŐĞƌ�ƐŚŽƵůĚ�ďĞ�ŝŶƐƚĂůůĞĚ�ŚŽƌŝǌŽŶƚĂůůǇ�Žƌ�
ǀĞƌƟĐĂůůǇ�ĂƐ�ĐůŽƐĞ�ƚŽ�ƚŚĞ�ůĞŝƐƵƌĞ�ďĂƩĞƌǇ�ĂƐ�ƉŽƐƐŝďůĞ�ďƵƚ�
ŶŽƚ�ǁŝƚŚŝŶ�ƚŚĞ�ďĂƩĞƌǇ�ĐŽŵƉĂƌƚŵĞŶƚ͘��ƵƌŝŶŐ�ŽƉĞƌĂƟŽŶ�
ƚŚĞ�ĐŚĂƌŐĞƌ�ǁŝůů�ďĞĐŽŵĞ�ǁĂƌŵ͕�ƐŽ�ĞŶƐƵƌĞ�ƚŚĞƌĞ�ŝƐ�Ăƚ�
ůĞĂƐƚ�ϭϬĐŵ�ĐůĞĂƌ�ĂƌŽƵŶĚ�ƚŚĞ�ƵŶŝƚ�Ăƚ�Ăůů�ƟŵĞƐ͘ 

Wiring & Fusing 

tŚĞŶ�ĮƫŶŐ͕�ƚƌǇ�ƚŽ�ŬĞĞƉ�ĐĂďůŝŶŐ�ƌƵŶƐ�ĂƐ�ƐŚŽƌƚ�ĂƐ�
ƉŽƐƐŝďůĞ�ĂŶĚ�ĚŽ�ŶŽƚ�ƵŶĚĞƌƌĂƚĞ͕�ĂƐ�ƚŚŝƐ�ǁŝůů�ůĞĂĚ�ƚŽ�
ĞǆĐĞƐƐŝǀĞ�ǀŽůƚĂŐĞ�ůŽƐƐĞƐ�ĂŶĚ�ƌĞĚƵĐĞĚ�ƉĞƌĨŽƌŵĂŶĐĞ͘�
hŶĚĞƌ�ĨƵůů�ůŽĂĚ�ƚŚĞ�ĐŚĂƌŐĞƌ�ǁŝůů�ĚƌĂǁ�Ă�ůĂƌŐĞ�ĂŵŽƵŶƚ�ŽĨ�
ĐƵƌƌĞŶƚ�ĂŶĚ�ƚŚĞ�ŝŶƉƵƚ�ƐŝĚĞ�ǁŝůů�ƚǇƉŝĐĂůůǇ�ĚƌĂǁ�ůĂƌŐĞƌ�
ĐƵƌƌĞŶƚƐ�ƚŚĂŶ�ƚŚĞ�ŽƵƚƉƵƚ�ďǇ�Ă�ĨĂĐƚŽƌ�ŽĨ�ƵƉ�ƚŽ�Ϯϱй͘�
WůĞĂƐĞ�ƌĞĨĞƌ�ƚŽ�ƚŚĞ�ƚĂďůĞ�ƚŽ�ƐĞůĞĐƚ�Ă�ƐƵŝƚĂďůĞ�ǁŝƌŝŶŐ�
ŐĂƵŐĞ͕�ůĞŶŐƚŚ�ĂŶĚ�ƌĞĐŽŵŵĞŶĚĞĚ�ĨƵƐĞ�ƌĂƟŶŐ͘

 

Connections 

 

Cable Up to 3m Up to 6m Up to 10m Fuse 

from Vehicle 
battery 

4mm2 
12AWG 

6mm2 
10AWG 

10mm2 
7AWG 

30A 

to Leisure 
battery 

3mm2 
13AWG 

4mm2 
12AWG 

6mm2 
10AWG 

25A 

Engine Running Signal (D+) 

dŚĞ��н�ŝŶƉƵƚ�ŝƐ�ƵƐĞĚ�ƚŽ�ĂƵƚŽŵĂƟĐĂůůǇ�ƚƵƌŶ�ŽŶ�ƚŚĞ�
ĐŚĂƌŐĞƌ�ǁŚĞŶ�ƚŚĞ�ĞŶŐŝŶĞ�ŝƐ�ƐƚĂƌƚĞĚ͘��ŽŶŶĞĐƚ�Ă�ƐŝŐŶĂů�
ǁŝƌĞ�ƚŽ�ƚŚĞ��н�ƚĞƌŵŝŶĂů�ŽĨ�ƚŚĞ�ǀĞŚŝĐůĞƐ�ĂůƚĞƌŶĂƚŽƌ�ĂƐ�
ƐŚŽǁŶ�ŝŶ�ƚŚĞ�ĚŝĂŐƌĂŵ͘�KŶ�ǀĞŚŝĐůĞƐ�ǁŝƚŚ�ƐŵĂƌƚ�
ĂůƚĞƌŶĂƚŽƌƐ�ŝƚ�ŵĂǇ�ŶŽƚ�ďĞ�ƉŽƐƐŝďůĞ�ƚŽ�ĐŽŶŶĞĐƚ�ĚŝƌĞĐƚůǇ�
ƚŽ�ƚŚĞ�ĂůƚĞƌŶĂƚŽƌ͕�ŝŶ�ǁŚŝĐŚ�ĐĂƐĞ�ĐŽŶƐƵůƚ�ƚŚĞ�ǀĞŚŝĐůĞ�
ŵĂŶƵĨĂĐƚƵƌĞƌ�ĨŽƌ�Ă�ƐƵŝƚĂďůĞ�ůŽĐĂƟŽŶ͘��ůƚĞƌŶĂƟǀĞůǇ�ƚŚĞ�
�н�ŝŶƉƵƚ�ŵĂǇ�ďĞ�ĐŽŶŶĞĐƚĞĚ�ƚŽ�Ă�ƐǁŝƚĐŚĞĚ�ŝŐŶŝƟŽŶ�
ĐŝƌĐƵŝƚ͘�EŽƚĞ͗-�/Ĩ�ƵƐŝŶŐ�ƚŚŝƐ�ŵĞƚŚŽĚ�ĐĂƌĞ�ŵƵƐƚ�ďĞ�ƚĂŬĞŶ͕�
ĂƐ�ůĞĂǀŝŶŐ�ƚŚĞ�ŝŐŶŝƟŽŶ�ŝŶ�ƚŚĞ�KŶ�ƉŽƐŝƟŽŶ�ǁŝƚŚ�ƚŚĞ�
ĞŶŐŝŶĞ�Kī�ŵĂǇ�ƌĞƐƵůƚ�ŝŶ�ŽǀĞƌ�ĚŝƐĐŚĂƌŐĞ�ŽĨ�ƚŚĞ�ǀĞŚŝĐůĞ�
ďĂƩĞƌǇ͘ 

Charging profile 

dŚĞ�ĐŚĂƌŐĞƌ�ƵƐĞƐ�Ă�Ϯ-ƐƚĂŐĞ�ƉƌŽĮůĞ�ƚŽ�ŵĂǆŝŵŝƐĞ�
ĐŚĂƌŐŝŶŐ�ƉĞƌĨŽƌŵĂŶĐĞ�ĚƵƌŝŶŐ�ĚƌŝǀŝŶŐ͘ 

 

BULK dŚĞ�ďĂƩĞƌǇ�ŝƐ�ĐŚĂƌŐĞĚ�ǁŝƚŚ�ŵĂǆŝŵƵŵ�
ĐƵƌƌĞŶƚ͕�ǁŚŝůƐƚ�ƚŚĞ�ǀŽůƚĂŐĞ�ĐůŝŵďƐ�
ƐƚĞĂĚŝůǇ͕�ƵŶƟů�ƚŚĞ�ďŽŽƐƚ�ǀŽůƚĂŐĞ�ƐĞƫŶŐ�
ŝƐ�ƌĞĂĐŚĞĚ͘ 

BOOST dŚĞ�ďĂƩĞƌǇ�ǀŽůƚĂŐĞ�ŝƐ�ŚĞůĚ�ĐŽŶƐƚĂŶƚ�
ǁŚŝůĞ�ƚŚĞ�ĐƵƌƌĞŶƚ�ŐƌĂĚƵĂůůǇ�ĚĞĐƌĞĂƐĞƐ͕�
ƵŶƟů�ƚŚĞ�ďĂƩĞƌǇ�ŝƐ�ĨƵůů͘ 

Operation 

KŶĐĞ�ƚŚĞ�ƵŶŝƚ�ĚĞƚĞĐƚƐ�ƚŚĞ�ǀĞŚŝĐůĞ�ĞŶŐŝŶĞ�ŝƐ�ƌƵŶŶŝŶŐ͕�ŝƚ�
ǁŝůů�ŽƉĞƌĂƚĞ�ĂƵƚŽŵĂƟĐĂůůǇ�ƚŽ�ďŽŽƐƚ�Žƌ�ƌĞŐƵůĂƚĞ�ƉŽǁĞƌ�
ĨƌŽŵ�ƚŚĞ�ǀĞŚŝĐůĞ�ďĂƩĞƌǇ�ŝŶƚŽ�Ă�ƐƵŝƚĂďůĞ�ĐŚĂƌŐŝŶŐ�
ǀŽůƚĂŐĞ�ĨŽƌ�ƚŚĞ�ůĞŝƐƵƌĞ�ďĂƩĞƌǇ͘ 

tŚĞŶ�ƚŚĞ�ƵŶŝƚ�ĚĞƚĞĐƚƐ�ƚŚĞ�ǀĞŚŝĐůĞ͛Ɛ�ĞŶŐŝŶĞ�ŚĂƐ�ďĞĞŶ�
ƐǁŝƚĐŚĞĚ�Žī͕�ŝƚ�ǁŝůů�ĚŝƐĂďůĞ�ĐŚĂƌŐŝŶŐ�ƚŽ�ĂǀŽŝĚ�ƚŚĞ�
ǀĞŚŝĐůĞ�ďĂƩĞƌǇ�ĚƌĂŝŶŝŶŐ�ŽŶƚŽ�ƚŚĞ�ůĞŝƐƵƌĞ�ďĂƩĞƌǇ�ǁŚŝůƐƚ�
ƉĂƌŬĞĚ͘ 
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DC-DC Battery Charger 

Installation & User Instructions 
DX20-12 

Specification 

 

Model DX20-12 

Battery types 
Gel, Lead acid, AGM, 
LiFePO4 

Input voltage range 8 - 36V 

Battery capacity 30 - 180Ah 

Output voltage (boost) 14.2V 

Power (max) 284W 

Current (max) 20A 

Standby current 
0mA (D+ off) 
130mA (D+ on) 

Weight 0.5kg 

Dimensions 100 x 78 x 39mm 

Operating temperature -20 - 50oC 


